BUILDING THE J & E JUNIOR: INTRODUCTION

Check with your local bearing dealer -- they can order the 2%" dia. x 12"
castiron bar stock, gears, and bushings. You will probably find most of the
small pieces of flat and round stock in your own scrap pile.

I sincerely hope you will have as much fun building and showing this engine as
I have.

As I have no control over materials or workmanship used in construction of the
J & E Junior, I can not be held responsible for any damages or injuries
incurred.
John S. Palmer

J & E Palmer Enjines

1019 Audrey Avenue M g // 4

Campbell, CA 95008 °

(408) 378-8582

INDEX
PART# | SHEET# | PART# | SHEET# | PART# | SHEET#

101 2 125 9 149 10

101-L 2 126 5 150 10
102 3 127 5 151 10
103 3 128 5 152 10
104 9 129 5 153 10
105 1 130 5 154 11
106 1 131 5 155 11
107 1 132 5 156 11
108 7 133 5 157 11
109 7 134 5
110 7 135 5 X01 4
111 7 136 5 X02 4
112 2 137 5 X03 4
113 2 138 5 X04 4
114 6 139 5 X05 4
115 6 140 5 X06 9
116 6 141 5 X07 1
117 6 142 2 X08 6
118 9 143 8 X09 6
119 9 143 8 X10 8
120 9 144 10 X11 8
121 9 145 10 X12 4-12
122 9 146 10 X13 12
123 9 147 10 X14 1
124 9 148 10 X15 2




